
Column: Zenix SEC-300 ( 3 µm, 300 Å, 7.8 x 300 mm), Mobile phase: 150 mM Phosphate buffer 
pH 7, Flow rate: 1.0 mL/min;  Detector: UV 280 nm;  Column temperature: 25 ℃, Injection 
volume: 2.9 µL, Sample: Antibody aggregated sample ( 17.4 mg/mL ) 

Aggregated Antibody Sample Analysis 
on Zenix SEC-300 
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Column: Zenix SEC-300 ( 3 µm, 300 Å, 7.8 x 300 mm) 
Mobile phase: 150 mM Phosphate buffer, pH 7 
Flow rate: 1.0 mL/min;  Detector: UV 280 nm;  Column temperature: 25 ℃   
Injection volume: 25 µL       
Sample: Antibody diluted sample ( 2 mg/mL ) from previous slide 17.4 mg/mL 

Diluted Aggregated Antibody Analysis 
on Zenix SEC-300 
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After sample dilution, the aggregation of 
MAb is reversed. 



Column: Zenix SEC-300 ( 3 µm, 300 Å, 7.8 x 300 mm) 
Mobile phase: 150 mM Phosphate buffer, pH 7 
Flow rate: 1.0 mL/min;  Detector: UV 280 nm;  Column temperature: 25 ℃   
Injection volume: 2.9 µL , Sample: Fresh Antibody sample ( 17 mg/mL ) 

Fresh Antibody Sample Analysis 
on Zenix SEC-300 
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